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BLU35
Air-water heat exchangers for door or wall installation

BLU

Features UoM BLU35BX0B BLU35BXUB BLU35CX0B

Cooling capacity - W10A35 W 3500 3500 3500

Water flow rate l/h 500 500 500

Power supply V ~ Hz 230 1~ 50-60 230 1~ 50-60 115 1~ 50-60

Width - Height - Depth mm 398- 1148 - 163 398 - 1148 - 163 398 - 1148 - 163

Max current A 0.55 0.80 1.12

T Fuse A 2 2 2

Power draw - W10A35 W 130 140 135

Electrical connection - Cable L = 3 m Cable L = 3 m Cable L = 3 m

Max liquid circuit pressure bar 10 10 10

Water connection - 1/2"G 1/2"G 1/2"G

Air flow rate m³/h 1050 1050 1050

Internal temperature range °C 20-60 20-60 20-60

External temperature range °C 1-70 1-60 1-70

IP rating EN60529 - IP55 IP55 IP55

Noise level dB (A) 64 64 64

Weight kg 29 29 29

Conformity -

Pressure drops Bar 0.2 0.2 0.2

  P = Cooling capacity (W)
  Tw = Water inlet temperature (°C)
  Ti = Internal cabinet temperature (°C) 

COOLING CAPACITY 3500 W

PERFORMANCE DIMENSIONS


