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LK DLK19-22-25
Ventilating towers

600/625 - 1050/1085 - 1380/1460 m³/hAIR FLOW RATE

Features UoM DLR19XX0B DLK19BX0B DLK19CX0B DLK22BX0B DLK22CX0B DLK25BX0B

Air flow rate m³/h - 600 - 625 600 - 625 1050 - 1085 1050 - 1085 1380 - 1460

Fan+tower air flow capacity m³/h - 550 - 590 550 - 590 800 - 950 800 - 950 1120 - 1190

Power supply V ~ Hz - 230 1~ 50-60 115 1~ 50-60 230 1~ 50-60 115 1~ 50-60 230 1~ 50-60

Dimensions HxWxD mm 122x375x375 122x375x375 122x375x375 122x375x375 122x375x375 122x375x375

Power draw W - 78 - 106 58 - 77 123 - 168 143 - 200 135 - 200

Max current A - 0.32 - 0.4 0.58 - 0.73 0.52 - 0.65 1.13 - 1.42 0.6 - 0.88

Electrical connection - - Cable Cable Cable Cable Cable

Temperature limits °C -20+60 -20+60 -20+60 -20+60 -20+60 -20+60

IP rating EN60529 - IP44 IP44 IP44 IP44 IP44 IP44

Noise level dB (A) - 62 - 64 62 - 64 72 - 71 72 - 71 70 - 72

DLK + FIL35XN0B air flow capacity m³/h - 500 - 540 500 - 540 700 - 730 700 - 730 1000 - 1060

Weight kg 4 6 6 7 7 7

Conformity -

PERFORMANCE

DIMENSIONS

  P = Static pressure (Pa)
  Q = Air flow rate (m3/h)

N.B.: The drilling templates are only approximate.
For any requirements, contact our technical/sales office.

DRILLING TEMPLATE


