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FAN08
Ventilation units with filter

AIR FLOW RATE 36/41 - 44 m³/h

FA
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Features UoM FIL08XN0B FAN08BN0B FAN08CN0B FAN08UN0B FAN08VN0B

Air flow rate m³/h - 36 - 41 36 - 41 44 44

Power supply V ~ Hz - 230 1~ 50-60 115 1~ 50-60 24 V DC 48 V DC

Dimensions HxWxD mm 114x114x21 114x114x64 114x114x64 114x114x64 114x114x64

Power draw W - 15 - 13 15 - 12 5 6

Max current A - 0.14 - 0.13 0.07 - 0.06 0.18 0.12

Electrical connection - - Faston Faston Faston Faston

Temperature limits °C -30+75 -10+50 -10+50 -10+50 -10+50

IP rating EN60529 - IP54 IP54 IP54 IP54 IP54

Noise level dB (A) - 30 - 32 30 - 32 36 36

FAN + FIL air flow rate m³/h - 1xFIL08XN0B: 25 - 30
1xFIL12XN0B: 28 - 33

1xFIL08XN0B: 35
1xFIL12XN0B: 38

Filter (Eurovent) - EU4 EU4 EU4 EU4 EU4

Weight kg 0.1 0.5 0.5 0.5 0.5

Conformity -

  P = Static pressure (Pa)
  Q = Air flow rate (m3/h)

PERFORMANCE

DIMENSIONS FAN08 FIL08

N.B.: The drilling templates are only approximate.
For any requirements, contact our technical/sales office.

DRILLING TEMPLATE


