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FLY25
Door- or wall-mount air conditioners

COOLING CAPACITY 2500 W

P = Cooling capacity (W)
Ta = Ambient Temperature (°C)
Ti = Internal cabinet temperature (°C)

Features UoM FLY25BT0B FLY25BTUB FLY25HT0B FLY25HTUB

Cooling capacity EN14511 -  A35A35 W 2500 2500 2500 2500

Cooling capacity EN14511 -  A35A50 W 1850 1850 1850 1850

Power supply V ~ Hz 230 1~ 50-60 230 1~ 50-60 400 3~ 50/460 3~ 60 400 3~ 50/460 3~ 60

Width - Height - Depth mm 495 -1697 - 235 495 - 1697 - 235 495 - 1697 - 235 495 - 1697 - 235

Max current A 10.5 10.5 3.5 3.5

Inrush current A 35 35 14 14

T Fuse A 13 13 7 7

Power draw EN14511 - A35A35 W 1640 1640 1690 1690

Power draw EN14511 -A35A50 W 1830 1830 1860 1860

Electrical connection - 4-pin plug 4-pin plug 4-pin plug 4-pin plug

Cabinet air fan capacity m³/h 1450 1450 1450 1450

Internal temperature range °C 20-45 20-45 20-45 20-45

External temperature range °C 20-55 20-55 20-55 20-55

EN60529 ingress protection - cabinet side - IP55 IP55 IP55 IP55

Noise level dB (A) 69 69 69 69

Weight kg 80 80 82 82

Conformity -
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