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HEATER-FAN ASSEMBLY
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Features UoM WID10BL0C WID15BL0C WID20BL0C WID30BL0C WID40BL0C

Heating power W 100 150 200 300 400

Power supply V ~ Hz 230 1~ 50-60 230 1~ 50-60 230 1~ 50-60 230 1~ 50-60 230 1~ 50-60

Dimensions HxWxD mm 112x80x47 112x80x47 151x119x47 151x119x47 151x119x47

Heating element -
High-efficiency

heater
cartridge

High-efficiency
heater

cartridge

High-efficiency
heater

cartridge

High-efficiency
heater

cartridge

High-efficiency
heater

cartridge

Fan                                                           Capacity m³/h 35 35 108 108 108

Electrical protection - For fault on 
fan

For fault on 
fan

For fault on 
fan

For fault on 
fan

For fault on 
fan

Outlet air temperature* °C 45 45 45 45 45

Heating element electrical connection -   Terminal board
3 poles

Terminal board
3 poles

Terminal board
3 poles

Terminal board
3 poles

Terminal board
3 poles

Fan electrical connection - Terminal board
2 poles

Terminal board
2 poles

Terminal board
2 poles

Terminal board
2 poles

Terminal board
2 poles

IEC protection class - I I I I I

IP rating EN60529 - IP20 IP20 IP20 IP20 IP20

Radiator - Die-cast 
aluminium

Die-cast 
aluminium

Die-cast 
aluminium

Die-cast 
aluminium

Die-cast 
aluminium

Clip installation for DIN rail mm 35 35 35 35 35

Weight kg 0.6 0.6 0.9 0.9 0.9

Conformity -

* 50 mm above element

Compact anti-condensate fan heaters

DIMENSIONS

WID10BL0C
WID15BL0C

WID20BL0C
WID30BL0C
WID40BL0C

HEATING POWER 100 - 150 - 200 - 300 - 400 W


